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DETAILED ACTION 

Response to Arguments 

1 . Applicant's arguments filed 12 February 2009 have been fully considered but 
they are not persuasive. 

In re page 12, Applicant's Representative states: "Claims 47 and 51 were 
objected to for reciting 'encoder.' The objection is traversed; Claims 47 and 51 read on 
Fig. 4A, decoder 65, see specification paragraph 59. The decoder decodes the digital 
video from the analog to digital converter." 

The Examiner respectfully notes that the Applicant's Representative's argument 
supports the description of the claimed element as a decoder and not an encoder, 
which was the point of the Examiner's objection, and therefore the objection has not 
been satisfied. 

In re page 13, Applicant's Representative states: "These rejections are believed 
to be inconsistent because the subject matter of Claim 6 is also recited in the final 
clause of Claim 5. Applicant respectfully submits that the rejection of Claim 5 as 
anticipated under § 102 was incorrect. For consistency the Examiner needed to cite 
Kawara to meet the subject matter of Claims 5 and 6." 

The Examiner respectfully disagrees. Claim 6 recites the term " subsequent digital 
storage." This is clearly intended to be different in scope than the recitation of Claim 5, 
which merely recites digital storage. The Examiner deemed that additional limitation to 
mean storage of a copy of the digital data, rather than storage of the original data, which 
is what was recited in Claim 5. 
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In re page 14, Applicant's Representative states: "The Examiner cited Kawara et 
al. column 3, lines 6-9 against Claim 6, see above. First, Kawara (translated from a 
Japanese patent document) refers in this passage to 'reproduction'." 

The Examiner respectfully notes that although Kawara claims a Japanese 
priority, there is no indication that the US Patent document cited is a translation from a 
Japanese Patent document. 

Further in re page 14, Applicant's Representative states: "It is respectfully 
submitted that 'reproduction' in this context means playing , not recording." 

The Examiner respectfully notes that, due to the clear distinction between the 
language of Claims 5 and 6, that "subsequent" recording would normally require a 
reproduction of the original program. 

In re page 15, Applicant's Representative states: "Kawara is only concerned with 
preventing playback within his particular reproduction apparatus rather than what 
happens to the video downstream. Once his video is played, he exerts no control over 
it." 

The Examiner respectfully disagrees. Although the original wording of the claim 
appears to have indicated two different digital storage incidents, Kawara, taken as a 
whole, explicitly discloses prevention of copying of the signal by use of copy guard 
signal in the output video signal, as disclosed in Col 33, line 56 to Col 34, line 30. 
2. Applicant's arguments with respect to claims 1,15, 27, 47 and 62 have been 
considered but are moot in view of the new ground(s) of rejection. 
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Claim Objections 

3. Claims 47 and 51 are objected to because of the following informalities: The 
claims recite the existence of a "decoder" after an A/D converter. Since an AID 
converter does not inherently encode, such a device would serve no useful function. 
The Examiner will analyze and discuss the claims as though the device were an 
encoder, which could serve a useful function in that location. Appropriate correction is 
required. 



Claim Rejections - 35 USC § 103 

4. The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

5. Claims 1-4,7-11,13-18, 21-23, 25-30, 33-43, 45-55, 58-62, 65-68, and 70-71 are 
rejected under 35 U.S.C. 103(a) as being unpatentable over Sako et al (JP 09-098381), 
and further in view of Kawara et al (6,278,836) 

Regarding claims 1 and 15, Sako et al disclose a method of and apparatus for 
encoding an analog video signal, comprising the acts of: 

• providing a digital video signal including content and data pertaining to control 
of subsequent uses of the content (Paragraph 0013 "digital data based on 
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transmission control information for managing transmission which 
accompanies transmitted digital data"); 

• converting the digital video signal to an analog video signal (Paragraph 0059 
"D/A conversion is once carried out to an analog video signal"); 

• extracting the data from the digital video signal (Paragraph 0025 "The copy 
management information for preventing the illegal copy which is generated by 
the copy-management-information generating circuit 3 and which is 
mentioned later is also supplied to the scramble circuit 9 concerned"); 

• generating signals modifying at least one characteristic in blanking intervals of 
the analog video signal from the extracted data to define an encoded pattern 
corresponding to the data, wherein each of the modified characteristics is of 
the type to inhibit making an acceptable analog recording of the video signal 
(Paragraph 0064 "the above-mentioned protection code signal PCS is mixed 
at the predetermined horizontal period of the vertical blanking interval of an 
analog video signal"); and 

• using the generated signals to modify the analog video signal (Paragraph 
0064 "The analog video signal with which this protection code signal was 
added is outputted from the analog output terminal 29"). 

Sako et al disclose encoding a video signal wherein at least one 
characteristic defines various restrictions on copying (Paragraph 0029 "It is also 
possible for accounting information to also be included in copy management 
information"), and disclose that characteristic as defining an off state and an 
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indication of allowing subsequent digital storage (Paragraph 0031 "Making it 
assign as bit CM M which directs not to forbid or forbid a copy only for the bit of 
b2, for example is also thought of) 

They do not include an indication of how long to allow subsequent digital 
storage. 

Kawara et al teach auxiliary information that includes an off state (Col 33, 
line 65 — Col 33, line 1 "when copy of decoded video data from the video decoder 
106 is restricted, the video reproduction restricting circuit 1 19 superimposes a 
copy guard signal on the decoded video data and outputs the data as video data 
Vdat-"), and an indication of how long to allow subsequent video storage (Col 34, 
lines 8-12 "The auxiliary information extracting circuit 108g selects copy inhibit 
time information, i.e., information giving a period from the sales year/month, 
during which copy of the video data is inhibited") 

As taught by Kawara et al, the use of data to control the time in which a 
program may be used is well known, providing advantages to the vendor and 
author, and would therefore have been obvious to one of ordinary skill in the art 
at the time of the invention as a modification to Sako et al. 
Regarding claims 2 and 16, Sako et al disclose a method of and apparatus for 
encoding an analog video signal, wherein there are two of the characteristics, a first 
being in the horizontal blanking intervals and a second being in the vertical blanking 
intervals (Paragraph 0064 "the above-mentioned protection code signal PCS is mixed at 
the predetermined horizontal period of the vertical blanking interval of an analog video 
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signal" and Paragraph 01 13 "One of the above-mentioned split burst means reversing 
selectively the color burst provided in the position after the horizontal synchronizing 
pulse within a horizontal blanking interval... Color disturbance like color stripe generating 
is produced to the copied color video signal"). 

Regarding claims 3 and 17, Sako et al disclose a method of and apparatus for 
encoding an analog video signal, wherein the characteristics are selected from a group 
consisting of: a phase of the color burst, the presence of paired negative and positive 
going pulses, and the presence of a positive going pulse in back porches of horizontal 
synchronization signals (Paragraph 01 13 "One of the above-mentioned split burst 
means reversing selectively the color burst provided in the position after the horizontal 
synchronizing pulse within a horizontal blanking interval... Color disturbance like color 
stripe generating is produced to the copied color video signal"). 

Regarding claims 4 and 18, Sako et al disclose a method of and apparatus for 
encoding an analog video signal wherein the phase of the color burst is modified in a 
repeated pattern of 2 or 4 scan lines of the video signal (Paragraph 01 1 3 "One of the 
above-mentioned split burst means reversing selectively the color burst provided in the 
position after the horizontal synchronizing pulse within a horizontal blanking interval, A 
two-line split bar stone means, respectively that a four-line split bar stone performs color 
burst reversal of four lines for performing color burst reversal of two lines continuously 
every 17 lines continuously every 21 lines again"). 

Regarding claims 7 and 21, Sako et al disclose a method of and apparatus for 
encoding an analog video signal wherein the method is carried out in a set top box, 
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DVD player, or playback device (Paragraph 0018 "a combination device and a method 
of video-signal reproduction which outputs and records"). 

Regarding claim 8, Sako et al disclose a method of and apparatus for encoding 
an analog video signal wherein the uses include one of: transmitting the video signal 
across a network; displaying the video signal at a particular resolution or quality level; 
storing the video signal in digital form; and moving the video signal from a first to a 
second digital storage device (Paragraph 0018 "A digital disk medium by which it comes 
to record the above-mentioned digital video signal"). 

Regarding claim 9, Sako et al disclose a method of and apparatus for encoding 
an analog video signal, wherein the video signal includes audio (Paragraph 0009 "The 
above-mentioned preventing illegal copy measure is similarly desired, even if it is digital 
data of not only the Digital Video signal but digital audio signals, or others"). 

Regarding claims 10 and 22, Sako et al disclose a method of and apparatus for 
encoding an analog video signal wherein the at least one characteristic is a pulse added 
to a back porch of a predetermined number of horizontal synchronization pulses in a 
vertical blanking interval of the video signal (Paragraph 0064 "the above-mentioned 
protection code signal PCS is mixed at the predetermined horizontal period of the 
vertical blanking interval of an analog video signal. The protection code signal PCS 
concerned is inserted in 20H (H shows a horizontal period) eye in an odd number field, 
and is inserted in theH [ 283rd ] horizontal period in an even number field, for example"). 

Regarding claims 11 and 23, Sako et al disclose a method of and apparatus for 
encoding an analog video signal, wherein the predetermined number is less than six 
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(Paragraph 0064 "the above-mentioned protection code signal PCS is mixed at the 
predetermined horizontal period of the vertical blanking interval of an analog video 
signal. The protection code signal PCS concerned is inserted in 20H (H shows a 
horizontal period) eye in an odd number field, and is inserted in theH [ 283rd ] horizontal 
period in an even number field, for example"). 

Regarding claims 13 and 25, Sako et al disclose a method of and apparatus for 
encoding an analog video signal wherein the predetermined number defines the 
encoded pattern (Paragraph 0064 "the above-mentioned protection code signal PCS is 
mixed at the predetermined horizontal period of the vertical blanking interval of an 
analog video signal. The protection code signal PCS concerned is inserted in 20H (H 
shows a horizontal period) eye in an odd number field, and is inserted in theH [ 283rd ] 
horizontal period in an even number field, for example"). 

Regarding claims 14 and 26, Sako et al disclose a method of and apparatus for 
encoding an analog video signal wherein the predetermined number is in the range of 
zero to fifteen both prior to and after the vertical synchronization pulse of the vertical 
blanking interval (Paragraph 0064 "the above-mentioned protection code signal PCS is 
mixed at the predetermined horizontal period of the vertical blanking interval of an 
analog video signal. The protection code signal PCS concerned is inserted in 20H (H 
shows a horizontal period) eye in an odd number field, and is inserted in theH [ 283rd ] 
horizontal period in an even number field, for example"). 

Regarding claim 27, Sako et al disclose a method of processing a video signal, 
comprising the acts of: 
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• receiving an analog video signal with at least one characteristic in its blanking 
intervals modified to define an encoded pattern corresponding to data relating 
to subsequent digital use of the video signal, wherein the modified 
characteristic also is of the type to inhibit making an acceptable analog 
recording of the video signal (Paragraph 0018 "an input analog video signal 
by which amplitude adjustment was carried out by an automatic amplitude 
adjustment means to react to a recording scramble signal included in an input 
analog video signal on an analog recording medium" and Paragraph 0067 
"The analog video signal with which the above-mentioned protection code 
signal supplied to the above-mentioned analog input terminal 81 was added 
on the other hand is sent also to the protection code signal detector circuit 
88"); 

• detecting the characteristic (Paragraph 0067 "The analog video signal with 
which the above-mentioned protection code signal supplied to the above- 
mentioned analog input terminal 81 was added on the other hand is sent also 
to the protection code signal detector circuit 88"); 

• converting the received analog video signal to a digital video signal 
(Paragraph 0059 "carry out the A/D conversion of this analog video signal 
again, and return and carry out digital recording to a digital video data"); and 

• using the detected characteristic to determine subsequent uses of the digital 
video signal (Paragraph 0067 "copy management information is newly 
generated based on the detected protection code signal concerned"). 
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Sako et al disclose encoding a video signal wherein at least one 
characteristic defines various restrictions on copying (Paragraph 0029 "It is also 
possible for accounting information to also be included in copy management 
information"), and disclose that characteristic as defining an off state and an 
indication of allowing subsequent digital storage (Paragraph 0031 "Making it 
assign as bit CM M which directs not to forbid or forbid a copy only for the bit of 
b2, for example is also thought of) 

They do not include an indication of how long to allow subsequent digital 
storage. 

Kawara et al teach auxiliary information that includes an off state (Col 33, 
line 65 — Col 33, line 1 "when copy of decoded video data from the video decoder 
106 is restricted, the video reproduction restricting circuit 1 19 superimposes a 
copy guard signal on the decoded video data and outputs the data as video data 
Vdat-"), and an indication of how long to allow subsequent video storage (Col 34, 
lines 8-12 "The auxiliary information extracting circuit 108g selects copy inhibit 
time information, i.e., information giving a period from the sales year/month, 
during which copy of the video data is inhibited") 

As taught by Kawara et al, the use of data to control the time in which a 
program may be used is well known, providing advantages to the vendor and 
author, and would therefore have been obvious to one of ordinary skill in the art 
at the time of the invention as a modification to Sako et al. 
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Regarding claim 28, Sako et al disclose a method of processing a video signal, 
wherein there are two of the characteristics, a first being in the horizontal blanking 
intervals and a second being in the vertical blanking intervals (Paragraph 0064 "the 
above-mentioned protection code signal PCS is mixed at the predetermined horizontal 
period of the vertical blanking interval of an analog video signal" and Paragraph 0113 
"One of the above-mentioned split burst means reversing selectively the color burst 
provided in the position after the horizontal synchronizing pulse within a horizontal 
blanking interval . . .Color disturbance like color stripe generating is produced to the 
copied color video signal"). 

Regarding claim 29, Sako et al disclose a method of processing a video signal, 
wherein the characteristics are selected from a group consisting of a phase of the color 
burst, the presence of paired negative and positive going pulses, and the presence of a 
positive going pulse in back porches of horizontal synchronization signals (Paragraph 
01 13 "One of the above-mentioned split burst means reversing selectively the color 
burst provided in the position after the horizontal synchronizing pulse within a horizontal 
blanking interval... Color disturbance like color stripe generating is produced to the 
copied color video signal"). 

Regarding claim 30, Sako et al disclose a method of processing a video signal, 
wherein the phase of the color burst is modified in a repeated pattern of 2 or 4 scan 
lines of the video (Paragraph 01 13 "One of the above-mentioned split burst means 
reversing selectively the color burst provided in the position after the horizontal 
synchronizing pulse within a horizontal blanking interval, A two-line split bar stone 
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means, respectively that a four-line split bar stone performs color burst reversal of four 
lines for performing color burst reversal of two lines continuously every 17 lines 
continuously every 21 lines again"). 

Regarding claim 33, Sako et al disclose a method of processing a video signal, 
wherein the method is carried out in one of a set top box, a video recorder, or a 
personal computer (Paragraph 0018 "a combination device and a method of video- 
signal reproduction which outputs and records"). 

Regarding claim 34, Sako et al disclose a method of processing a video signal 
comprising the act of storing the digital video signal (Paragraph 0084 "the data 
outputted from the above-mentioned copy-management-information additional circuit 
being sent to the optical head device 90 or a magnetic head, after error correcting code- 
ized processing, modulation data processing, etc. are performed in an encoder/ 
modulation circuit 89, and receiving optical disc RD ~ the above-mentioned ~ the same 
- optical or light - magnetic record is performed"). 

Regarding claim 35, Sako et al disclose a method of processing a video signal, 
comprising the act of converting the digital signal to MPEG format prior to the act of 
storing (Paragraph 0066 "compression encoding of an MPEG 2 standard is performed 
here, and the digital video data concerned is sector-ized per the amount unit of 
prescribed data, for example, 2048 bytes"). 

Regarding claim 36, Sako et al disclose a method of processing a video signal, 
comprising the acts of compressing and encrypting the digital signal prior to the act of 
storing (Paragraph 0066 "compression encoding of an MPEG 2 standard is performed 
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here, and the digital video data concerned is sector-ized per the amount unit of 
prescribed data, for example, 2048 bytes" and Paragraph 0083 "the enciphered digital 
video data will be outputted from the enciphering circuit concerned"). 

Regarding claim 37, Sako et al disclose a method of processing a video signal 
comprising the act of disabling usage of the video as analyzed and discussed above, 
but do not specifically disclose that disabling at the expiration of a time determined by 
the encoded pattern. 

Kawara et al teach the inclusion of record prevention data based on a time period 
for allowable reproduction (Col 3, lines 6-9 "each of the plural pieces of local 
reproduction restricting information provides a time in which reproduction of the main 
information is permitted in the corresponding area"), providing the vendor and author 
with a means of controlling the amount of time a product can be used. 

As taught by Kawara et al, the use of data to control the time in which a program 
may be used is well known, providing advantages to the vendor and author, and would 
therefore have been obvious to one of ordinary skill in the art at the time of the invention 
as a modification to Sako et al. 

Regarding claim 38, Sako et al disclose a method of processing a video signal 
comprising the act of preventing decryption of the stored video (Paragraph 0083 "the 
enciphered digital video data will be outputted from the enciphering circuit concerned"), 
but do not specifically disclose such restriction at the expiration of a time determined by 
the encoded pattern. 
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Kawara et al teach the inclusion of record prevention data based on a time period 
for allowable reproduction (Col 3, lines 6-9 "each of the plural pieces of local 
reproduction restricting information provides a time in which reproduction of the main 
information is permitted in the corresponding area"), providing the vendor and author 
with a means of controlling the amount of time a product can be used. 

As taught by Kawara et al, the use of data to control the time in which a program 
may be used is well known, providing advantages to the vendor and author, and would 
therefore have been obvious to one of ordinary skill in the art at the time of the invention 
as a modification to Sako et al. 

Regarding claim 39, Sako et al disclose a method of processing a video signal 
comprising the acts of: 

• converting the stored digital video signal to an output analog video signal 
(Paragraph 0059 "D/A conversion is once carried out to an analog video 
signal"); and 

• modifying the characteristic in the output analog video signal thereby to inhibit 
making an acceptable video recording therefrom (Paragraph 0064 "the 
above-mentioned protection code signal PCS is mixed at the predetermined 
horizontal period of the vertical blanking interval of an analog video signal"). 

Regarding claim 40, Sako et al disclose a method of processing a video signal, 
wherein the uses include one of: transmitting the video signal across a network; 
displaying the video signal at a particular resolution or quality level; storing the video 
signal in digital form; and moving the video signal from a first to a second digital storage 
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(Paragraph 0018 "A digital disk medium by which it comes to record the above- 
mentioned digital video signal"). 

Regarding claim 41, Sako et al disclose a method of processing a video signal 
wherein the video signal includes audio (Paragraph 0009 "The above-mentioned 
preventing illegal copy measure is similarly desired, even if it is digital data of not only 
the Digital Video signal but digital audio signals, or others"). 

Regarding claim 42, Sako et al disclose a method of processing a video signal 
wherein the at least one characteristic is a pulse added to a back porch of a 
predetermined number of horizontal synchronization pulses in a vertical blanking 
interval of the video signal (Paragraph 0064 "the above-mentioned protection code 
signal PCS is mixed at the predetermined horizontal period of the vertical blanking 
interval of an analog video signal. The protection code signal PCS concerned is inserted 
in 20H (H shows a horizontal period) eye in an odd number field, and is inserted in theH 
[ 283rd ] horizontal period in an even number field, for example"). 

Regarding claim 43, Sako et al disclose a method of processing a video signal 
wherein the predetermined number is less than six (Paragraph 0064 "the above- 
mentioned protection code signal PCS is mixed at the predetermined horizontal period 
of the vertical blanking interval of an analog video signal. The protection code signal 
PCS concerned is inserted in 20H (H shows a horizontal period) eye in an odd number 
field, and is inserted in theH [ 283rd ] horizontal period in an even number field, for 
example"). 
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Regarding claim 45, Sako et al disclose a method of processing a video signal 
wherein the predetermined number defines the encoded pattern (Paragraph 0064 "the 
above-mentioned protection code signal PCS is mixed at the predetermined horizontal 
period of the vertical blanking interval of an analog video signal. The protection code 
signal PCS concerned is inserted in 20H (H shows a horizontal period) eye in an odd 
number field, and is inserted in theH [ 283rd ] horizontal period in an even number field, 
for example"). 

Regarding claim 46, Sako et al disclose a method of processing a video signal, 
wherein the predetermined number is in the range of zero to fifteen both prior to and 
after the vertical synchronization pulse of the vertical blanking interval (Paragraph 0064 
"the above-mentioned protection code signal PCS is mixed at the predetermined 
horizontal period of the vertical blanking interval of an analog video signal. The 
protection code signal PCS concerned is inserted in 20H (H shows a horizontal period) 
eye in an odd number field, and is inserted in theH [ 283rd ] horizontal period in an even 
number field, for example"). 

Regarding claim 47, Sako et al disclose a video decoding apparatus 
comprising: 

• a port adapted to receive an analog video signal (Paragraph 0059 "the analog 
input terminal 81"); 

• a detector coupled to the port and which detects modifications to at least one 
characteristic in blanking intervals of the analog video signal (Paragraph 0067 
"The analog video signal with which the above-mentioned protection code 
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signal supplied to the above-mentioned analog input terminal 81 was added 
on the other hand is sent also to the protection code signal detector circuit 
88"); 

• a control circuit coupled to an output terminal of the detector and which 
provides a control signal in response to detection of an encoded pattern 
defined by the modified characteristic (Paragraph 0067 "The analog video 
signal with which the above-mentioned protection code signal supplied to the 
above-mentioned analog input terminal 81 was added on the other hand is 
sent also to the protection code signal detector circuit 88"); 

• an analog to digital converter coupled to the port to receive the analog video 
signal (Paragraph 0059 "carry out the A/D conversion of this analog video 
signal again, and return and carry out digital recording to a digital video 
data"); 

• an encoder coupled to an output terminal of the analog to digital converter 
(Paragraph 0066 "the analog video signal supplied via the above-mentioned 
analog input terminal 81 is changed into a digital video data by the A/D 
conversion circuit 82. It is sent to the compression encoding circuit 83, and 
compression encoding of an MPEG 2 standard is performed here, and the 
digital video data concerned is sector-ized per the amount unit of prescribed 
data, for example, 2048 bytes"); and 

• a combiner coupled to an output terminal of the decoder and to receive the 
control signal from the control circuit, thereby to output a digital video signal 
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including data indicating its subsequent uses (Paragraph 0066 "The data 
which compression encoding was carried out and was sector-ized in the 
compression encoding circuit 83 concerned is sent to the scramble circuit 
85"). 

Sako et al disclose encoding a video signal wherein at least one 
characteristic defines various restrictions on copying (Paragraph 0029 "It is also 
possible for accounting information to also be included in copy management 
information"), and disclose that characteristic as defining an off state and an 
indication of allowing subsequent digital storage (Paragraph 0031 "Making it 
assign as bit CM M which directs not to forbid or forbid a copy only for the bit of 
b2, for example is also thought of) 

They do not include an indication of how long to allow subsequent digital 
storage. 

Kawara et al teach auxiliary information that includes an off state (Col 33, 
line 65 — Col 33, line 1 "when copy of decoded video data from the video decoder 
106 is restricted, the video reproduction restricting circuit 1 19 superimposes a 
copy guard signal on the decoded video data and outputs the data as video data 
Vdat-"), and an indication of how long to allow subsequent video storage (Col 34, 
lines 8-12 "The auxiliary information extracting circuit 108g selects copy inhibit 
time information, i.e., information giving a period from the sales year/month, 
during which copy of the video data is inhibited") 
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As taught by Kawara et al, the use of data to control the time in which a 
program may be used is well known, providing advantages to the vendor and 
author, and would therefore have been obvious to one of ordinary skill in the art 
at the time of the invention as a modification to Sako et al. 
Regarding claim 48, Sako et al disclose a video decoding apparatus wherein 

the analog to digital converter is coupled between the port and the detector (Drawing 9, 

item 82). 

Regarding claim 49, Sako et al disclose a video decoding apparatus wherein 
the detector is coupled to receive the analog video signal in analog form (Paragraph 
0067 "The analog video signal with which the above-mentioned protection code signal 
supplied to the above-mentioned analog input terminal 81 was added on the other hand 
is sent also to the protection code signal detector circuit 88"). 

Regarding claim 50, Sako et al disclose a video decoding apparatus further 
comprising a storage device coupled to store the video signal in digital form (Paragraph 
0075 "optical disc RD to which the digital video data was copied"). 

Regarding claim 51, Sako et al disclose a video encoding apparatus wherein 
the encoder is an MPEG encoder (Paragraph 0066 "the compression encoding circuit 
83, and compression encoding of an MPEG 2 standard is performed here"). 

Regarding claim 52, Sako et al disclose a video decoding apparatus further 
comprising: 
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• a compression circuit coupled to receive the encoded video signal (Paragraph 
0066 "the compression encoding circuit 83, and compression encoding of an 
MPEG 2 standard is performed here"); and 

• an encryption circuit coupled to receive the compressed video signal 
(Paragraph 0083 "the enciphered digital video data will be outputted from the 
enciphering circuit concerned"). 

Regarding claim 53, Sako et al disclose a video decoding apparatus, wherein 
there are two of the characteristics, a first being in the horizontal blanking intervals and 
a second being in the vertical blanking intervals (Paragraph 0064 "the above-mentioned 
protection code signal PCS is mixed at the predetermined horizontal period of the 
vertical blanking interval of an analog video signal" and Paragraph 0113 "One of the 
above-mentioned split burst means reversing selectively the color burst provided in the 
position after the horizontal synchronizing pulse within a horizontal blanking 
interval... Color disturbance like color stripe generating is produced to the copied color 
video signal"). 

Regarding claim 54, Sako et al disclose a video decoding apparatus wherein 
the characteristics are selected from a group consisting of: a phase of the color burst, 
the presence of paired negative and positive going pulses, and the presence of a 
positive going pulse in back porches of horizontal synchronization signals (Paragraph 
01 13 "One of the above-mentioned split burst means reversing selectively the color 
burst provided in the position after the horizontal synchronizing pulse within a horizontal 
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blanking interval . . .Color disturbance like color stripe generating is produced to the 
copied color video signal"). 

Regarding claim 55, Sako et al disclose a video decoding apparatus wherein 
the phase of the color burst is modified in a repeated pattern of 2 or 4 scan lines of the 
video (Paragraph 01 13 "One of the above-mentioned split burst means reversing 
selectively the color burst provided in the position after the horizontal synchronizing 
pulse within a horizontal blanking interval, A two-line split bar stone means, respectively 
that a four-line split bar stone performs color burst reversal of four lines for performing 
color burst reversal of two lines continuously every 17 lines continuously every 21 lines 
again"). 

Regarding claim 58, Sako et al disclose a video decoding apparatus wherein 
the apparatus is in one of a set top box, a video recorder, or a personal computer 
(Paragraph 0018 "a combination device and a method of video-signal reproduction 
which outputs and records"). 

Regarding claim 59, Sako et al disclose a record carrier having material 
recorded thereon, the recorded material comprising: 

• a video signal including in its blanking intervals at least one modified 

characteristic defining an encoded pattern corresponding to data relating to 
subsequent uses of the video signal (in the optical-disk-recording playback 
equipment 80, detection of the analog protection pulse APP is also performed 
besides detection of said protection code signal PCS in the protection code 
signal detector circuit 88); 
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• wherein the modified characteristic is of the type to inhibit making an 

acceptable analog recording of the video signal (in the optical-disk-recording 
playback equipment 80, detection of the analog protection pulse APP is also 
performed besides detection of said protection code signal PCS in the 
protection code signal detector circuit 88). 

Sako et al disclose encoding a video signal wherein at least one 
characteristic defines various restrictions on copying (Paragraph 0029 "It is also 
possible for accounting information to also be included in copy management 
information"), and disclose that characteristic as defining an off state and an 
indication of allowing subsequent digital storage (Paragraph 0031 "Making it 
assign as bit CM M which directs not to forbid or forbid a copy only for the bit of 
b2, for example is also thought of) 

They do not include an indication of how long to allow subsequent digital 
storage. 

Kawara et al teach auxiliary information that includes an off state (Col 33, 
line 65 — Col 33, line 1 "when copy of decoded video data from the video decoder 
106 is restricted, the video reproduction restricting circuit 1 19 superimposes a 
copy guard signal on the decoded video data and outputs the data as video data 
Vdat-"), and an indication of how long to allow subsequent video storage (Col 34, 
lines 8-12 "The auxiliary information extracting circuit 108g selects copy inhibit 
time information, i.e., information giving a period from the sales year/month, 
during which copy of the video data is inhibited") 
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As taught by Kawara et al, the use of data to control the time in which a 
program may be used is well known, providing advantages to the vendor and 
author, and would therefore have been obvious to one of ordinary skill in the art 
at the time of the invention as a modification to Sako et al. 
Regarding claim 60, Sako et al disclose a record carrier having material 
recorded thereon wherein there are two of the characteristics, a first being in the 
horizontal blanking intervals and a second being in the vertical blanking intervals 
(Paragraph 0064 "the above-mentioned protection code signal PCS is mixed at the 
predetermined horizontal period of the vertical blanking interval of an analog video 
signal" and Paragraph 01 13 "One of the above-mentioned split burst means reversing 
selectively the color burst provided in the position after the horizontal synchronizing 
pulse within a horizontal blanking interval... Color disturbance like color stripe generating 
is produced to the copied color video signal"). 

Regarding claim 61, Sako et al disclose a record carrier having material 
recorded thereon wherein the characteristics are selected from a group consisting of: a 
phase of the color burst, the presence of paired negative and positive going pulses, and 
the presence of a positive going pulse in back porches of horizontal synchronization 
signals (Paragraph 01 13 "One of the above-mentioned split burst means reversing 
selectively the color burst provided in the position after the horizontal synchronizing 
pulse within a horizontal blanking interval... Color disturbance like color stripe generating 
is produced to the copied color video signal"). 
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Regarding claim 62, Sako et al disclose a record carrier having material 
recorded thereon wherein the phase of the color burst is modified in a repeated pattern 
of 2 or 4 scan lines of the video signal (Paragraph 01 1 3 "One of the above-mentioned 
split burst means reversing selectively the color burst provided in the position after the 
horizontal synchronizing pulse within a horizontal blanking interval, A two-line split bar 
stone means, respectively that a four-line split bar stone performs color burst reversal of 
four lines for performing color burst reversal of two lines continuously every 17 lines 
continuously every 21 lines again"). 

Regarding claim 65, Sako et al disclose a record carrier having material 
recorded thereon wherein the carrier is a video disc or video tape (Paragraph 0065 "An 
A/D conversion shall be carried out with the disk recording playback equipment 80, it 
shall be considered as a digital video data, and digital recording of this digital video data 
shall be carried out to optical disc RD"). 

Regarding claim 66, Sako et al disclose a record carrier having material 
recorded thereon wherein the carrier is a video disc carrying a plurality of bits indicating 
the modified characteristic (Paragraph 0065 "An A/D conversion shall be carried out 
with the disk recording playback equipment 80, it shall be considered as a digital video 
data, and digital recording of this digital video data shall be carried out to optical disc 
RD"). 

Regarding claim 67, Sako et al disclose a record carrier having material 
recorded thereon wherein the at least one characteristic is a pulse added to a back 
porch of a predetermined number of horizontal synchronization pulses in a vertical 
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blanking interval of the video signal (Paragraph 0064 "the above-mentioned protection 
code signal PCS is mixed at the predetermined horizontal period of the vertical blanking 
interval of an analog video signal. The protection code signal PCS concerned is inserted 
in 20H (H shows a horizontal period) eye in an odd number field, and is inserted in theH 
[ 283rd ] horizontal period in an even number field, for example"). 

Regarding claim 68, Sako et al disclose a record carrier having material 
recorded thereon wherein the predetermined number is less than six (Paragraph 0064 
"the above-mentioned protection code signal PCS is mixed at the predetermined 
horizontal period of the vertical blanking interval of an analog video signal. The 
protection code signal PCS concerned is inserted in 20H (H shows a horizontal period) 
eye in an odd number field, and is inserted in theH [ 283rd ] horizontal period in an even 
number field, for example"). 

Regarding claim 70, Sako et al disclose a record carrier having material 
recorded thereon wherein the predetermined number defines the encoded pattern 
(Paragraph 0064 "the above-mentioned protection code signal PCS is mixed at the 
predetermined horizontal period of the vertical blanking interval of an analog video 
signal. The protection code signal PCS concerned is inserted in 20H (H shows a 
horizontal period) eye in an odd number field, and is inserted in theH [ 283rd ] horizontal 
period in an even number field, for example"). 

Regarding claim 71, Sako et al disclose a record carrier having material 
recorded thereon wherein the predetermined number is in the range of zero to fifteen 
both prior to and after the vertical synchronization pulse of the vertical blanking interval 
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(Paragraph 0064 "the above-mentioned protection code signal PCS is mixed at the 
predetermined horizontal period of the vertical blanking interval of an analog video 
signal. The protection code signal PCS concerned is inserted in 20H (H shows a 
horizontal period) eye in an odd number field, and is inserted in theH [ 283rd ] horizontal 
period in an even number field, for example"). 

6. Claims 1 2, 24, 44 and 69 are rejected under 35 U.S.C. 1 03(a) as being 
unpatentable over the combination as applied to claims above, and further in view of 
Quan (6,421,497). 

Regarding claims 12, 24, 44, and 69, Sako et al disclose an analog video signal 
wherein an acceptable analog recording is allowed (Paragraph 0031 "Making it assign 
as bit CM M which directs not to forbid or forbid a copy only for the bit of b2, for example 
is also thought of), but do not specifically disclose the method as being the 
predetermined number is insufficient to inhibit making an acceptable analog recording. 

Quan teaches an analog copy protection scheme of reducing the predetermined 
number to a point where an acceptable analog recording is possible (Col 4, lines 29-33 
"The methods and apparatusses for removing or defeating effects of copy protection 
signals include modifying less than all of the lines in which the copy protection signals 
are present, but sufficient of the lines so that the acceptable video recording can be 
made") , allowing the user to copy a program he or she may wish to view at a later time. 

As taught by Quan, setting the predetermined number to such a point where 
acceptable analog recordings can be made is well known, providing advantages to the 



Application/Control Number: 10/753,844 Page 28 

Art Unit: 2621 

customer and vendor, and would therefore have been obvious to one of ordinary skill in 
the art at the time of the invention as a modification to Sato et al. 



Conclusion 

7. Applicant's amendment necessitated the new ground(s) of rejection presented in 
this Office action. Accordingly, THIS ACTION IS MADE FINAL. See M PEP 
§ 706.07(a). Applicant is reminded of the extension of time policy as set forth in 37 
CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within 
TWO MONTHS of the mailing date of this final action and the advisory action is not 
mailed until after the end of the THREE-MONTH shortened statutory period, then the 
shortened statutory period will expire on the date the advisory action is mailed, and any 
extension fee pursuant to 37 CFR 1 .136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the date of this final action. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to JAMES A. FLETCHER whose telephone number is 
(571)272-7377. The examiner can normally be reached on 7:45-5:45 M-Th, second 
Mondays off. 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Thai Tran can be reached on (571) 272-7382. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



JAF 

1 May 2009 



/Thai Tran/ 

Supervisory Patent Examiner, Art Unit 2621 



